1. Today outbound HTTP connections use the below proxy:
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2. There is no Global proxy server configuration available for “B2B client”, which is needed for us to go outside the company network:
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HTTP Client Adapter

Service Settings

Service Type HTTP Client Adapter
Description An HTTPClientAdapter instance operating in local mode
ISystem Name HTTPClientAdapter
Environment node1

Group Name None

Perimeter Server Name node1 & local

Local port range None provided
Global Proxy Server None provided
Number of connection retries 3

The delay between retries (second) 20

Response timeout (second) 60

Use proxy server No

Enable SNI None provided

System Audit Information
No information available.

Adapter Advanced State Information:

There is no advanced state information for the adapter HTTPClientAdapter.
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Service Settings

Service Type

Description

ISystem Name

Group Name

Default Message Access Protocol
IOAuth 2.0 Configuration for IMAP
Default Mail Server

Default Mail Server Port

User Name

Password

(Connection Retries

Retry Interval(Sec)

Max Messages per Session
Remove inbox mail messages
Ignore Errors During Processing Mails

ISpecify the path where you want any
icorrupted mail(s) to be dumped

SSL
ICA Certificates
Cipher Strength
URI

Insert into Process Data
Schedule

B2B Mail Client Adapter

retrieves mail from US0S0143 - ediemailtest
Tyco_B2BMailClientAdapter_Get POP3
None

IMAP

oauth2_1
us194mx113.tycoelectronics.net

995
tycoelectronics/us0s0143/ediemailtest

3

5

2

Yes

No

None provided

SSL_MUST
Office_2023, Outiook_2024
STRONG

tycoelectronics/us0s0143/ediemailtest
Business Process: Tyco_Generic_Email_Parse
Send Raw Messages: Yes

Selected mail header fields

Every 0 hours and 5 minutes

_




