Capability at SSP Adaptor level to allow max connections per user
Currently at SSP adaptor level there is configuration for Maximum Sessions like below. We are looking for configuration for Maximum Logins" per user. We have such configuration available at SI/SFG level but not available at adaptor level.
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Please see below configurations for SI/SFG level.
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Service Settings

Service Type
Description

System Name

Environment

Group Name

Perimeter Server

Enabled Protocols

Host Identity Key

SFTP Server Listen Port
Minimum Number of Threads
Maximum Number of Threads
Transfer Thread Pool Size
Channels Per Transfer Thread
Maximum Authentications
Session Timeout (secs)

Idle Connection Timeout (minutes)
Resumption Timeout (hours)
Compression

Preferred Cipher

Preferred MAC

Required Authentication

Maximum Logins

SFTP Server Adapter
sfip Intemnal Server Adapter

MCENETT_sfip_Node1_16022_Intemal_Server_Adapter

nodet
None

node1 & local

SFTPand SCP
MCeNETT_Production_knowhost_rsa_2048
16022

3

12

4

400

3

120000

5

48

none

aes256-ctr

hmac-sha2-256

Public Key

None provided

Character Encoding
Payload Repository
Document Storage Type

None provided
Mailbox
Database

‘Support for concurrent duplicate-named file Limited (resume of file transfers supported)

transfers




